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TECNICAL SPECIFICATION

POLYESTER 12 MY

	CHARACTERISTICS


	UNIT
	VALUES
	TEST METHOD

	Thickness variation
	My
	11.2-12.4
	Internal

	Density
	Gm/cm3
	1.395-1.405
	ASTM D 1505

	Yield
	Msq/ Kg
	59-61.6
	

	Tensile strenght


	Kg/cm2

Kg/cm2
	MD 1800-2600

TD 1800-2600
	ASTM D 882

ASTM D 882

	Elongation break
	%

%
	MD 70-170

MD 70-170
	ASTM D 882

ASTM D 882

	Shrinkage

(150°C for 30min.)
	%

%
	MD 0.4-3

TD 0-3
	ASTM D 1204

ASTM D 1204

	Dyne value (corona side)

             (untreated side)
	Dynes/cm

Dynes/cm
	52-56

40-44
	ASTM D 2578

ASTM D 2578

	Light transmission
	%
	84-88
	ASTM D 1003

	Haze
	%
	2-5
	ASTM D 1003

	C.O.F treated/untreated

           treated/untreated
	
	0.5-0.7

0.5-0.7
	ASTM D 1894

ASTM D 1894


The information here presented is believed to be accurated and reliable but it is presented without any guarantee of responsability on our part.
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